MAINL INE PAVING

SHOULDER WIDTH VARIES-SEE PLANS

ROADSIDE GRADING

CEMENT CONCRETE PAVEMENT

TOP OF SUBGRADE

VARIES —
(SEE PLANS)

AGGREGATE BASE (SUBBASE)
CAPPING (IF SPECIFIED)

CHEMICALLY TREATED SUBGRADE
(IF SPECIFIED)

AGGREGATE —
(SEE NOTE 4)

PERFORATED —

HOT MIX ASPHALT
SHOULDER

GEOTEXTILE

(SEE NOTE 3 AND

NOTES

FULL COMPENSATION FOR ALL MATERIALS. LABOR.

GEOTEXTILE DETAIL)

1 LONGITUDINAL UNDERDRAIN SHALL BE PLACED ACCORDING TO THE PLANS OR AS DIRECTED BY THE ENGINEER.

2. THE UNDERDRAIN TRENCH SHALL NOT BE CONSTRUCTED BEFORE PLACEMENT QOF THE MAINLINE PAVING.

3. GEOTEXTILE CLASS SHALL BE AS SPECIFIED IN THE PLANS OR SPECIAL PROVISIONS.

4. AGGREGATE SHALL CONFORM TO SECTION 901 OF THE STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS.

5. AGGREGATE SHALL BE TAMPED WITH A LIGHT VIBRATORY TAMPER PRIOR TO OVERLAPPING THE GEOTEXTILE FABRIC.

6. CONTRACT UNIT PRICE BID PER LINEAR FOOT FOR 6" PERFORATED CIRCULAR PIPE LONGITUDINAL UNDERDRAIN SHALL CONSTITUTE

EQUIPEMENT AND INCIDENTALS NECESSARY TO DO THE WORK.

120"
OVERLAP

O

GEOTEXTILE FABRIC
DETAIL
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